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NOTE: POSTS SHALL BE SPACED AT A MAXIMUM OF
8’ IF FENCE IS SUPPORTED WITH WIRE, AND

A MAXIMUM OF 6 IF FENCES USES EXTRA
STRENGTH FABRIC WITHOUT SUPPORT WIRE.
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HEAVY DUTY REINFORCED, THEN
6X6X10/10 WIRE MESH SHALL

BE REQ'D WITH FABRIC.

METAL POSTS

/_ (WOODEN POSTS NOT ALLOWED)
/—WIRE FENCE "HOG WIRE"

/SILT FENCE FABRIC

BACKFILL OVER
TOE OF FABRIC

W/ COMPACTED
SOIL OR GRAVEL

FLAT TRENCH

SILT FENCE FABRIC

14 |

COMPACTED FILL
MATERIAL

T |
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AT

V—TRENCH

ALTERNATE TRENCHING DETAIL

GENERAL NOTES

1) FENCE FABRIC SHALL BE
A MINIMUM OF 32" IN WIDTH
AND SHALL HAVE A MINMUM
OF 6 LINE WIRES WITH 12"
STAY SPACING.

2) SILT FENCE FABRIC SHALL
BE SYNTHETIC OR OTHER
APPROVED MATERIAL MEETING AN
85% MIN. FILTERING EFFICIENCY
AND MIN. 30 LB./ LIN IN TENSILE
STRENGTH WITH A MIN 6 MONTH
EXPECTED USEABLE CONSTRUCTION
LIFE. INSTALL FABRIC IN
ACCORDANCE WITH MANUFACTURER'S
INSTRUCTIONS.

3) STEEL POST SHALL BE
THE SELF—FASTENER
ANGLE STEEL TYPE.

4) BACKFILL OVERTOP OF
FABRIC SHALL BE COMPACTED
TO A MINIMUM OF 95%

MODIFIED PROTECTOR
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PLAN VIEW

DITCH SEDIMENT TRAP
ALL AROUND CATCH BASIN SEEEL POST N 1 sibe

4 SED. STORAGE _, 36", /

1/2" 170 3/4"
WASHED STONE

|

Z X
R
N
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SECTION A—A
GENERAL NOTES:
SEDIMENT SHALL BE REMOVED AND TRAP RESTORED TO
ITS ORIGINAL DIMENSIONS WHEN THE SEDIMENT HAS
ACCUMULATED TO 1/2 THE DESIGN DEPTH OF THE TRAP.
REMOVED SEDIMENT SHALL BE DEPOSITED IN A SUITABLE
AREA AND IN SUCH A MANNER THAT IT WILL NOT ERODE.

THE STRUCTURE SHALL BE INSPECTED AFTER EACH RAIN
AND REPAIRS MADE AS NEEDED.

CONSTRUCTION OPERATIONS SHALL BE CARRIED OUT IN
SUCH A MANNER THAT EROSION AND WATER POLLUTION
SHALL BE MINIMIZED.

THE SEDIMENT TRAP SHALL BE REMOVED AND THE
AREA STABILIZED WHEN THE REMAINING DRAINAGE AREA
HAS BEEN PROPERLY STABILIZED.

8" CONC. BLOCK, 2 ROWS

STORAGE AREA

/

STEEL POST IN CENTER
OF EACH SIDE

1/2” 70 3/4” DIA.

WASHED STONE

DIA.
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CLASS 'B’ STONE

TOP OF ROCK DAM
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ALL AROUND
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PLACE RIP—RAP MIN.
2’ WIDE AROUND
PIPE OUTLET

FLARED END SECTION

DO

\

CONCRETE FLARED
END SECTION

. REINFORCED

SEE SCHEDULE FOR
3DO

RIP-RAP TO BE USED

LO

W=DO+LA

PLAN VIEW

ZERO SLOPE

SIZE OF DISSIPATOR TO BE
DETERMINED AS SHOWN IN
SECTION 8.06 OF NCDEQ

IEM£I1 I
=)

v\

i

STONE THICKNESS VARIES
MIN. D50 4"

2:1 SLOPE

LA

SECTION A—A

FILTER FABRIC
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TOP OF BERM CARRY RIP=RAP UP 12" MIN

,,/ SIDES OF SPILLWAY
MIN
\k[ I
#5 OR #57 WASHEKSTONZ\. ' FREEBOARD MIN.
%ﬁgﬁm - TOP ELEVATION OF STORMWATER )
i 1 o 1’ FLOOD STORAGE ZONE ) OOOO MAX)
iy L2k
ﬁﬁﬁ \ | 3’ SEDIMENT STORAGE ZONE |4° MIN, 495 OOO 3" MIN.
(TOTAL BASIN CAPACITY)
1.5' MAX. SEDIMENT DEPTH CLASS B
| ! ﬁﬁﬁ ﬁm RIP- RAPﬁgﬁ%
MAXIMUM LEVEL OF SEDIMENT 15 T 1 e T | g
COLLECTED — CLEAN BASIN TN -1
WHEN THIS LEVEL IS REACHED
SECTION THRU BASIN & FILTER A—A
GRAVEL & RIP—RAP FILTER BASIN DETAIL
Soes G SBtLwAY ° A
S SRt way PERSPECTIVE_VIEW

\ 4 10" MIN. o

% 1" MIN. FREEBOARD ™ U

i

#1 RIP—RAP

3" MIN.

#5 WASHED STONE

| 7’ APPROX. ’|

SECTION THRU BASIN & FILTER B-B

NOTE: THIS STRUCTURE MUST BE DESIGNED TO PASS
THE 10-YEAR STORM WITHOUT OVERTOPPING THE

EARTH BERM.
NOT TO SCALE
HICKORY CITY OF HICKORY
S SHEET 1 OF 1
_fe\ @.NZ,';:; """" TEMPORARY SEDIMENT TRAP 2[1/?1%:7 ST, No.
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CLASS 1 RIP-RAP TO BE USED.

PLAN VIEW

18"

QUANTITY OF RIP—RAP REQUIRED FOR
ONE GUTTER WILL BE 12 S.Y.

SECTION THROUGH DEVICE

RIP—RAP

EXIST.

/\/ GROUND
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PAVEMENT

(4

NOTE:
TEMP. STONE AREA PRIOR TO TRAFFIC OPERATIONS.
DITCH CHECK |

HEIGHT OF DITCH CHECK y,qq
LONGITUDINAL SLOPE (%)

DITCH CHECK SPACING=

EDGE OF
PAVEMENT

CLASS A OR
CLASS B STONE

ISOMETRIC VIEW

TEMPORARY STONE
DITCH CHECK SHOULDER PAVEMENT

1
d_ 4

SEE TYPICAL

SECTIONS

CLASS A OR
CLASS B STONE. =z

)
U d

KEY STONE
INTO BANK

PROPOSED SHOULDER
DITCH SLOPE

PROPOSED DITCH

BACK SLOPE
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